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PROVIDE NEW INLET FLANGE, CUTTER BAR, AND IMPELLER WITH CHOPPING BLADE 
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REMOVE OLD IMPELLER AND OLD INLET FLANGE FROM RECESSED IMPELLER PUMP 



MOUNT NEW IMPELLER WITH CHOPPING BLADE TO SHAFT OF PUMP 
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MOUNT NEW CUTTER BAR TO NEW INLET FLANGE USING PLURALITY OF ADJUSTMENT FASTENERS 
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MOUNT NEW INLET FLANGE HAVING CUTTING BAR TO PUMP, WITH CUTTER 
BAR ADJACENT TO THE BLADE 
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VIEW CLEARANCES BETWEEN CHOPPING BLADE AND CUTTER BAR THROUGH INSPECTION PORT 
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ADJUST CLEARANCES USING ADJUSTMENT FASTENERS 
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Fig. 11 
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RECEIVE FLUID THROUGH INLET FLANGE 
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ROTATE IMPELLER WITH CHOPPING BLADE NEAR ENOUGH TO 
CUTTER BAR TO CHOP MATERIAL 
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DIRECT AT LEAST A PORTION OF THE FLUID TOWARD THE 
CLEARANCE C 




DISCHARGE FLUID 
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Fig. 12 



